
CORVUS 
LAUNCHER EL10

Expanded launch envelope:  

Velocity up to 180km/h and masses up to 120kg

Faster charging: 

First launch in less than 60s

Adjustable inclination: 

Launch at angles 0 to 20 degrees

Simplified integration:  

Standard hardware interface for UAV cradles

Folding design: 

Rail folds to fit in a standard 20ft shipping container

RAPID, COVERT ELECTRIC LAUNCH FOR HEAVY 
UAVS

Launch over 200 UAVs per hour, including 
salvos and coordinated swarms with the EL10 
Electric Launch System. Fully self-contained 
and designed for autonomous, stealth 
operations from any location, it enables 
extended UAV range and endurance for 
unmatched mission flexibility and 
effectiveness.
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CORVUS
TECHNOLOGY 
SOLUTIONS

LAUNCH VELOCITY UP TO 180KM/H [CONFIGURABLE]

LAUNCH DURATION 260ms (@180KM/H)

LAUNCH RATE 1 / 15s | 4 / MINUTE | 240 / HOUR

PAYLOAD UP TO 120KG

INCLINATION 0 TO 20 DEGREES (ADJUSTABLE)

LAUNCHER CONTROL SOFTWARE (API) / PANEL (10m TETHERED)

UAV COMPATIBILITY FLEXIBLE TROLLEY MOUNTING FOR CUSTOM UAV CRADLES

ENERGY CAPACITY ≥ 50 LAUNCHES (BATTERY) 

RECHARGE SOURCE 12VDC / 24VDC / 230VAC @10A

RAIL LENGTH 10.5M [DEPLOYED] / 5.3M [STOWED]

LAUNCHER MASS 1,500KG

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


