
CORVUS 
LAUNCHER EL4

Rapid launch:  

200+ launches/hour for multi-UAV, swarming and 

advanced operating paradigms

Remote, autonomous operation:  

launch without human input for end-to-end autonomy 

Multi-UAV compatibility:  

software definable launch profiles to support any UAV 

up to 31kg at velocities up to 90km/h

Modular, multi-mission:  

self-contained and battery-powered with no required 

ancillary systems, launch from anywhere 

Stealth:  

completely silent between launches with minimal 

acoustic and thermal signature 

RAPID, ELECTRIC LAUNCH IN A COMPACT FORM 
FACTOR FOR AGILE, COVERT DEPLOYMENTS

Launch over 200 UAVs per hour, including 
salvos and coordinated swarms with the EL4 
Electric Launch System. Fully self-contained 
and designed for autonomous, stealth 
operations from any location, it enables 
runway independent launch in a compact form 
factor for unmatched mission flexibility and 
operational agility.

Compact skid-mounted design:  

Optimised for covert light vehicle or container launch 

capability
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CORVUS
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SOLUTIONS

LAUNCH VELOCITY 90 km/h (CONFIGURABLE)

LAUNCH DURATION 301 ms

LAUNCH RATE 1/10s | 6 / minute | 360 / hour

PAYLOAD UP TO 31 kg

INCLINATION 10 DEGREES [FIXED]

UAV COMPATIBILITY FLEXIBLE TROLLEY MOUNTING FOR CUSTOM UAV CRADLES

ENERGY CAPACITY ≥50 LAUNCHES [BATTERY]

RECHARGE SOURCE 12VDC OR 24VDC @ 10A

RAIL LENGTH 4.3m

LAUNCHER MASS 600kg
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THIRD ANGLE  MINOR REVISIONMATERIAL:

JANUS-A-0001

GENERAL NOTES:

GENERAL ANGULAR TOLERANCE 

REFER TO BELOW TOLERANCE TABLE 
UNLESS OTHERWISE SPECIFIED

- BREAK SHARP CORNERS = 0.2
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